
Discussion Grid for the Draft Construction and Demolition and  
Inert Debris Processing Regulations (Prepared 11/07/01) 

 
 
Type of Operation/Facility 

Not 
Subject to  
Article 5.9 

 
Excluded 

 
EA Notification 

 
Full SWFP 

 
Storage Limits: 

 
Application of Part Tests*: 

CDI Recycling Center 
X 

Section 
17381.1 

   30 days for unprocessed 
and 1 year for processed 

materials, Section 
17381.1(d)(1)&(2) 

Must pass the “3-part test” + 
Separated at the point of 

generation (no commingling) 
Section 17381.1(a)(1) 

Inert (Type A) Recycling Center 
X 

Section 
17381.1 

   6 months for unprocessed 
and 18 months for 

processed materials, 
Section 17381.1(e)(1)&(2) 

Must pass the “3-part test” 
Section 17381.1(a)(2) 

Containers Used to Store C&D, 
Grading Activities, Road 
Building & Repair, etc.  

 X 
Section 

17382(a) 
 

 None Must meet Parts 1 and 3 
Section 17381(c) 

Emergency CDI Debris  
Processing Operations 

 
 X 

Section 17383.6 

 120 days for processed 
and unprocessed material 

Section 17383.6(b)(2) 

Must meet Parts 1 and 3 
Section 

17381(c) 
Lumber and Wood Debris 
Chipping & Grinding 
Operations 
(under CDI Processing 
Operation) 

  X 
No tonnage 
restrictions 

Section 
17383.2(b) 

 30days for processing and 
90 days for processed 

material 
Section 17383.2(c)(1)&(2) 

Must meet Parts 1 and 3 
Section 17381(c) 

CDI Processing Operation 

  X 
<300 tons per 
day, Section 

17381(e) 

 30 days for unprocessed 
and 1 year for processed 

materials 
Section 17383.1 (a) & (b) 

Must meet Parts 1 and 3 
Section 

17381(c) 

CDI Processing Facility 

   X 
>300 tons 

per day, Section 
17381(d) 

30 days for unprocessed 
and 1 year for processed 

materials 
Section 17383.3(a)&(b) 

Must meet Parts 1 and 3 
Section 17381(c) 

Inert Processing Operation 
(Type A only) 

  X 
<1500 tons per 

day, Section 
17381(j) 

 6 months for unprocessed 
and  18 months for 

processed materials, 
Section 17383.4(a)&(b) 

Must meet Parts 1 and 3 
Section 17381(h) 

Inert Processing Facility (Type 
A & B) 

   X 
>1500 tons per 

day, Section 
17381(i) 

6 months for unprocessed 
and 18 months for 

processed materials 
Section 17383.5(a)&(b) 

Must meet Parts 1 and 3 
Section 17381(h) 

 
*The First Test is Source Separated and Separated for Reuse material, the Second Test  is <10% Residual material, the Third Test is the <1% putrescible material. 


